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330LRT 430LRT 530LRT

Working Height 12.00 15.11 18.15 m

Platform Height - Elevated 10.00 13,11 16.15 m

A. 	Platform Height - Lowered 1.62 m 1.84 m 2.02 m

B. 	Platform Railing Height 1.10 m 1.10 m 1.10 m

C. 	Stowed Height (Rails Folded) 2.17 m 2.39 m 2.41 m

D. 	Platform Size 1.79 m x 3.80 m 1.79 m x 3.80 m 1.91 m x 4.06 m

    	Front Deck Extension 1.22 m 1.22 m 1.14 m

     Rear Deck Extension 1.22 m 1.22 m 1.14 m

    	Megadeck Platform Size 1.79 m x 7.14 m  
(incl. Extension 2 x 1.14 m) — 1.81 m x 7.05 m  

(incl. Extension 2 x 1.14m)

E. 	Overall Width 2.31 m 2.31 m 2.31 m

F. 	Overall Length 4.88 m 4.88 m 4.88 m

G. 	Wheelbase 2.97 m 2.97 m 2.97 m

Ground Clearance 0.35 m 0.35 m 0.32 m

Platform Capacity 1022 kg* 680 kg** 680 kg

Capacity on Optional Deck Extension(s) 230 kg 230 kg 230 kg

Lift/Lower Time 35/37 sec. 45/47 sec. 65/60 sec.

Maximum Drive Height Full drive height 10 m 9.75 m

Machine weight  1 5,614 kg 7,155 kg 7,995 kg

Maximum Ground Bearing Pressure 1.996 kg 1.996 kg 2.500 kg

Drive Speed 4WD 5.6 km/h 5.6 km/h 5.6 km/h

Gradeability 4WD 45% 45% 40%

Turning Radius - Inside 2.70 m 2.70 m 4.04 m

Turning Radius - Outside 5.93 m 5.93 m 6.02 m

Axle Oscillation 0.20 m 0.20 m 0.20 m

Tyres 33 x 1550 - 16.5 Foam Filled 33 x 1550 - 16.5 Foam Filled 12 x 16.5 Foam Filled

Diesel Engine  Kubota D1305 21.7 kW 21.7 kW 21.7 kW

Fuel Tank Capacity 83 L 83 L 83 L

Hydraulic System 129 L 129 L 129 L

* Platform with single extension deck - Platform with dual extension deck: 905 kg
** Platform with single extension deck - Platform with dual extension deck: 565 kg
1  Certain options or country standards may increase weight and/or dimensions.
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