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SPIDER CRANE MC81 5c

[MinilCranes]
Specifications 2. Outriggers Mid Extended unit:kg
Model Mc815C Workin Boom (D ®+@ D+2+3 D+HO+HD | D+D+E+@+E)
Crane capacity 8.09tx2.4m 72ds () "N mode | Pmode | Nmode | Pmode | Nmode | Pmode | Nmode | Pmode | Nmode | Pmode

Crane capacity

Max. working radius

18.8m x 0.34t (0.4t at P-Mode)

2.4 6290 6290 6290 6290 4590 4590

Maxlifting height_(on the ground)

19.6m x 2.39t (25.5m x 1.5t with fly jib)

25 6290 6290 6290 6290 4590 4590 3290 3290

Max. reach below ground level

-21.0m (6 fals)/-31.5m (4 fals)/-63.0m (2 falls)/-126.0m (single fal)

3.0 6290 6290 6290 6290 4590 4590 3290 3290

Pick & Carry capacity

1.0t

3.5 5290 5290 5290 5290 4590 4590 3290 3290 2290 2290

Overall length x width  height

5,900mm x 1,670mm x 2,490mm

4.0 4590 4590 4590 4590 4590 4590 3290 3290 2290 2290

Weight & Overall length x width  height (with fly jb) 5,900mm x 1,740mm x 2,490mm 45 3990| 3990| 3990| 3990 3990 3990 | 3290| 3290 | 2290| 2290
Dimension ey 9,460kg (5,700kg with electric motor) 492 | 3690| 3690| 3690| 3690 | 3690 | 3690 3290 | 3200 | 2290 2290
Crawler ground length < widih T 5.0 3590 3500 | 3500 3500| 3290 3290 | 2290| 2290
ORI o) o 6.0 2990 2090 | 2990| 2990| 2690 | 2690 | 2290| 2290
winchsystem |20 R AT 7.0 2090 2190 2090 2090| 2090 2090 | 19%0| 1990
: L Z - 8.0 1690|1790 | 1690 | 1790| 1690| 1690 | 1690 | 1690
Telescoping system (IS - EClaiiomaticissection eiescopicboom 839 1490| 1590 | 1490 1590| 1490| 1490 | 1490| 1490
Boom length / time 5.52~19.40m/52.0sec 9.0 1390 1490 1390 1290 1390 1390
Boom hoist system | Hoist angle / time 0~80deg/22.9sec 010 900/ 1090 990 1090|990 1090
Swing system Swing angle / time 360deg/2.0rpm 11.0 790 890 790 890 790 890
Type Extended Hydraulic cylinder direct acting 11.86 500| 690 500 690| 59| 690
Outrigger system Setting up Hydraulic cylinder direct acting 120 500 690| 59| 690
Max.extended width (Lateral) 6,770 x (Front) 6,300 x (Rear) 6,520mm 13.0 290 590 | 540] 640
Type Hydraulic motor driven , stepless speed changer 14.0 440 540 490 590
Travel system | Lravel speed Forward & backward 0~3.2km/h 15.0 390 490 440 540
Gradabilty 23deg 1533 340 440| 390] 490
Ground pressure 52.0kPa (0.53kgf/cm?) (53.0kPa (0.54kgf/cm?) with el 16.0 39| 490
Model YANMAR 4TNV88C-NMB 720 0 550
i 2189L (2189cc) : Z'g ijg i;g
Engine Rated output 30.5kw/2,500min” (41.5PS/2,500rpm)
Starting method Electric starting
Fuel / Fuel tank capacity Diesel /70.0L 3. Outriggers Min Extended unit:kg
E-Motor Motor type Totally enclosed fan-cooled motor 15kw, 4P 380V Boom ® 9@ eI D10 r® DD
Starting system Inverter system (30Hz - 60Hz) ’:‘aﬂymg" ) - o i - bl e
Type Radio & Proportional joystick control Nmode | Pmode | Nmode | Pmode | Nmode | Pmode | Nmode | Pmode | Nmode | Pmode
Micro/High speed mode Available 24 | 6190] 6190 6190 6190 4590 | 4590
':;;';'“e control [T/ 3 display for transmitter ‘Available 25| 6190] 6190 6190] 6190 4590 | 4590 3090 | 3090
Outrigger operation Available 30 | 6190 6190 6190| 6190 4590 | 4590 | 3090 | 3090
Travelling operation Available 35 | 5290 5290 5200| 5290 4590 4590| 3090 | 3090 | 2190] 2190

Safety device

Overwind protection, Load indicator,
Hydraulic safety valve, Wire rope latch, Level,
Machine body inclination alarm, EMO switch,

4.0 4590 4590 4590 4590 4590 4590 3090 3090 2190 2190
45 3990 3990 3990 3990 3990 3990 3090 3090 2190 2190
4.92 3090 3090 3090 3090 3090 3090 3090 3090 2190 2190

Crane/Outrigger interlock device, Safety lock lever, 5.0 3090] 3090| 3090| 3090| 3090| 3090 2190 2190
Moment limiter, Rotary lamp, Anti-Slack device, 6.0 2190 2290| 2190| 2190 2190 | 2190 2190 2190
Slew restriction system, Anti-Interference device 7.0 1490 1590 1490 1590 1490 1490 1490 1490
Rubber pads (Black & White), Single fall hook, 8.0 1190 1290 1190 1290 1190 1290 1190] 119
Optional items earcher hook (1.0), 8.39 1090 1190 1090] 1190 1090 1190 1090] 1090
Hydraulic type Fly jib (1.5t) 9.0 990 1090] 990] 10%0] 990| 1090
e - pr——— otce 100 00| 790| 690| 79| 60| 790
1.0 490] 590 490| 590| 540] 640
11.86 390 490| 390 490 | 490] 590
120 3%0| 490 490 5%
Eﬁat??i—!r?tadl \L?ag Sh?hrt Eé\ fa!<|S) o luding b deflecti i3] 540 430, 440 40
“The rated total Ioad chart is based on the actual working radius including boom deflection
*The weight of hook block (6/4/2 falls-30kg) must be included as part of the load shown in the rated total load chart. 140 290 390 390 490
*N mode applies to 360 deg slew range, P mode is available only for certain slew area. 15.0 240 340 340 220
1. Outriggers Max Extended unit:kg 1533 240] 200] 200 39
16.0 200 390
Working Boom @ D+@ O+@+0® D+@+3+@ | D+@+B+@+B) 7.0 240 290
12d1us (W "N mode | Pmode | Nmode | Pmode | Nmode | Pmode | Nmode | Pmode | Nmode | Pmode 18.0 190 240
24| 8090| 8090| 6390 6390| 4690 4690 188 140 190
25 | 7690 7690| 6390| 6390 4690| 4690 | 3390 | 3390
30 | 6390 6300| 6390 6390 4690| 4600 | 3390 | 3390 .
35 | 5490 5400| 5490| 5490 4690| 4600 | 3300 3390 | 2390] 2390  Flyjib Rated Total Load Chart
40 | 4700] 4790] 4790] 4790| 4690| 4690 | 3390| 3390 | 2390| 239 \Withoutrigger extended to maximum unit:kg
45 | 4190 4190] 4190 4190| 4090| 4090 | 3390 3390 | 2390| 2390 - -
492 | 3790| 3790| 3790| 3790| 3690| 3690 | 3390 | 3390 | 2390 | 2390 Main boom s Szl ZrilSiEgedly
5.0 3790| 3790| 3690| 3690 | 3390 | 3390 | 2390 | 2390 (gl 0degree |20 degrees| 40 degrees [ 60 degrees | 0degree [20 degrees [40 degrees [ 60 degrees
60 3190 3190 | 3090| 3090| 2790| 2790 | 23%0| 2390 EOHSEe T520] 90 = o0) RT020 520 Vi) 55
7.0 2690 2600 | 2590| 2590| 2390 | 2390 | 1990| 1990 T Ton 20 520 220 20 220 20 270
80 2290| 2290| 2090| 2190| 2090 2090 | 1690 | 1690 Foiess = = 7 T o =
8.39 2090 2090| 1890| 1990| 1890| 1990 1590| 1590 eTedes = = =5
9.0 1690 1890 1690 | 1890 | 1490 1490 g
10.0 1290 1490| 1290 1490 | 1290 1390
1.0 1040] 1190] 1040] 1190 1040] 119  Searcher Hook Rated Total Load Chart
e 890 1040 8901 1040) 890 1040 iy o trigger extended to maximum it:k
12,0 890 | 1040| 890| 1040 seer oxtende ‘ unit:kg
13.0 840 990| 80| 990 MWW 755 g0 |1001069] 11.0 120130 140 [1416| 150 | 160 | 17.0 {1763 180 | 190
14.0 740 840 740 840 -
15.0 640 740 | 640|740 o 050,
1533 500 | 690 500 | 690 1050} 11060 560 iU
16.0 590 690 Dra+e) 1060] 960 710| 610] 560] 460 410
7.0 290|590 0210+ 1060|960 710| 610[ 560| 460 410] 360] 260] 210
18.0 420|540 D243+ 8+ 1060] 960 710 610| 560] 460 410]_360] 260 210] 160
188 340 | 440

(1):5.52m boom (D+2):8.99m boom (D+2+3): 12.46m boom (D+@+3)+
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MAEDA SEISAKUSHO CO.,LTD.

No.1095, Onbegawa, Shinonoi, Nagano-City, Nagano-Pref. 388-8522 Japan
TEL.+81(0)26 292 2228 FAX.+81(0)26 293 8499

Head office

URL : www.
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A Before use, please read the Operation Manual
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Dimensions

SPIDER CRANE

MC815C

5900 1740

Crane Capacity

8.09:x 2.4m

Max. working radius ’é‘ %‘
18.8m x 0.34: : "
Max. lifting height *Z ,,,,,,, ~Z g
= 2|3
19.6m/25.5m with flyjib : =
@ =
= e

Max. reach below ground

-21. Om (6 falls)

l?ick&‘cwycapadity
1 00

6770mm

(MID: 6270, MIN : 5740)

Max. Reach Below Ground

Working Range Chart

N mode P mode (kg) )
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STANDARD EQUIPMENT OPTIONS T06mi—] g 2 S0 \ I A
Hydraulic Fly Jib Searcher Hook f R B “c“ e R s S . O o) R 19 63.gm
m / : R 18
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Programmable Moment  Joystick Radio Remote Power Lifting Mode Multi Outrigger Lifting - 10 -g
Limiter (Touchscreen) Control Mode g T
s £
. i i £
. Elfjjrff ?;”/g ?;{nﬁgiitéggc? © (oFFoee Electric Motor Power (Inverter System) ; =
« Working Status Lamp . 5
* Front & Side View Camera
+ Crane/OR Interlock ! !
« Tilt Alarm 3
« Diagnostic Display Panel i g 2
. Eﬁ:?sl_lgtg:lsgevice i o SN e ;
+ 2 Speed Functions « Single Fall Hook (@) 492m @3.3% @ 11.86m @15.33m (5)188m
Auto Levelling Function ~ Auto-Crane Stow Slew Angle Limit Setting - Crane speed accelerator * Rubber Pads (Black, White) 01 2 3 4 5 6 7 8 9 1011 1213 14 15 16 17 18 19 20
Function + Custom Paint Colours Working Radius (m)



